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Introduction:
The Exit Strategy is designed to interface your Eurorack modular system to professional audio equipment.  It 
provides a TRS balanced output, a one knob optical compressor/limiter and LED output metering.  To interface  
your modular system to external gear, connect the output from your modular to the  INPUT jack of the Exit 
Strategy and the BAL OUT to your outboard equipment.  Adjust the LEVEL knob for the desired output level and 
the LIMIT control for the threshold where you would like amplitude compression to start.  The blue LED will 
illuminate when the compression circuit is engaged.  The LEVEL control follows the compressor/limiter in the 
signal chain so you can adjust the output level without affecting the compression threshold.

1. Balanced Output Jack
1/4”  TRS  balanced  output  jack  for  connecting  to  professional  audio 
equipment.  The output is protected so that un-balanced TS connections 
can also be made, for instance when connecting into the front end of a 
guitar amplifier.

2. Input Jack
3.5mm INPUT jack for interfacing signals from a Eurorack system.

3. Limiter Threshold Control 
The LIMIT control sets the the threshold of where the compressor/limiter 
circuit first starts to engage.  Rotate the control in the clockwise direction 
to reduce the compressors threshold.  The blue LED will illuminate when 
the the compressor is active.  If you do not want the compressor to engage, 
set the LIMIT control to the full counterclockwise position.

4. Output Level Control
Sets the desired output level from your modular system.  The LEVEL 
attenuator is after the compressor/limiter so level changes will not affect 
the compressor/limiter threshold setting.

5. Output Level Metering
LED output metering provides visual feedback of the proper level settings. 
The meter is calibrated for balanced output levels.  When using an 
unbalanced output the signal will be 6dB lower than indicated on the LEDs.



 Specifications:

 Form Factor - Panel Size: 6 HP Eurorack panel
Depth (Back of panel to Max): 28mm (1.10”)

 Power - Connector: Eurorack 16 pin keyed header
+5V: Not Used
+12V: 30mA Max Consumption
-12V: 30mA Max Consumption
Max Operating Voltage: ±15V

 Electrical - Input:
Connector: 3.5 mm TS Jack
Input Impedance: >100kΩ 

Output:
Connector: 1/4” TRS Phone Jack (Balanced Line Level)
Output Impedance: 470 Ω 
Frequency Response: 20Hz – 20kHz +0 and -3dB
THD + N (20Hz – 20kHz): < 0.05% *
Noise Floor (A-weighted): -95dB 

Limiter “LIMIT”:
Threshold Range: -3dB to +16dB *
Ratio: 10 to 1 *
Type: Optical
Attack: 1ms – 3ms *
Release: 100ms – 200ms *

Led Meter: Calibrated for balanced output
-6dB for single ended output

* Typical results but is vactrol dependent


